January 16, 2018

New DUX Model DS-3.8 Telescopic Boom

*Model DS-3.8 Boom available for field-installation on DUX DS-Series scalers.*

If you wish to replace an old scaling boom with a newly designed, lighter version available with rotary head and bracket for the installation optional hydraulic hammer, scaling claw or rotary cutter for use on soft material such as limestone, salt or potash; the new DUX DS-3.8 Telescopic Boom with the following dimensions may be the solution.

<p>| | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Telescopic extension</td>
<td>3.80 m</td>
<td>12'‐6&quot;</td>
</tr>
<tr>
<td>Closed boom length</td>
<td>5.23 m</td>
<td>17'‐2&quot;</td>
</tr>
</tbody>
</table>
| Maximum reach at 55° boom angle | 10.05 m | 33'‐0"
| Weight of boom assembly without pedestal | 3 040 kg | 6 702 lb.

For further information, please contact us at:

DUX Machinery Corporation  
615 Lavoisier, Repentigny Quebec, Canada J6A 7N2  
Phone: +1 (450) 581‐8341  
Email: sales@duxmachinery.com

*Based in Repentigny, Quebec, Canada, DUX Machinery Corporation has 45 years of experience manufacturing underground mining equipment designed to meet the needs of mining and tunnelling projects worldwide.*